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Banding to align with joints

Cross fall to EGSD-301
min. 1:50 ~ max. 1:4
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Concrete footpath in accordance with
standard pavement design EGSD-301 and
footway allocations EGSD-303.

Locate expansion and control joints to

et

== Control Joint

align with paving banding, spacing as
specified in EGSD-301.

Banding:
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Expansion Joint
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Concrete footpath with banding

kerb

quiter
road

typical plan scale 1:50

o Refer to relevant Town Centre Streetscape
Master Plans & Technical Guidelines for
paver type.

FOR INFORMATION ONLY
NOT FOR CONSTRUCTION

NOTES:

« This detail is for pedestrian traffic only, not suitable for driveways. For other loadings, pavement design to
Engineer's specifications.

« Comply with all relevant Australian Standards.

« Refer to relevant Town Centre Streetscape Master Plan and Technical Guidelines for paver selections and
performance criteria.

« Refer to relevant Town Centre Streetscape Master Plan and Technical Guidelines for concrete finishes and
performance criteria.

Suitable silicon or polyurethane
sealant to top of joint to prevent
ingress of dirt.

Pavers
— 25-30mm thick mortar bedding layer. 25-30mm thick
mortar bedding layer. Apply as a wet slurry mix, 4:1
sand:cement ratio.
—1-3mm gap between pavers and concrete, fill with
jointing sand gelling agent, product equal to Paveset.

Dowel joint to slab. Type as
nominated in EGSD-301.

i 5 1125
50

T

I—Compacted natural sub-grade.

Unsuitable sub-grade to be removed
EXPANSION JOINT

and replaced.
2 Section A Scale 1:20

Concrete construction in
accordance with EGSD-301.

Control joint to slab. Type as
nominated in EGSD-301.

Pavers

——25-30mm thick mortar bedding layer.
—1-3mm gap between pavers and concrete, fill with
jointing sand gelling agent, product equal to Paveset.

CONTROL JOINT

3 Section B Scale 1:20

WORK TO FIGURED DIMENSIONS - DO NOT SCALE. DO NOT
RELY ON THESE STANDARD DRAWINGS AS THE

DRAWING TITLE
Standard Drawings - Pavement
Concrete footpath - 1.2m wide, with banding
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